


[image: ]Nordic Certification of Road Marking Materials
Request of new certificates
Form for materials applied in 2023 (or before 2023)
	Company and contact person

	Manufacturer:
	 Insert text here.
	Contact person:
	 Insert text here.
	Phone:
	 Insert text here.
	E-mail:
	 Insert text here.

The certificates will be sent by email to the contact person.


	Material

	Test site:
	☐ Danish test site    ☐ Icelandic-Norwegian-Swedish test site
	Application year1:
	Insert.

	Material name on testfield:
	 Insert text here.	Position on testfield2:
	Insert.

	Commercial product name3:
	 Insert text here.
	Marking type:
	☐ Type I marking
☐ Type II marking
☐ Type II inlaid marking
☐ Antiskid material   
	☐ Material for hand application, retroreflective
☐ Material for hand application, non-retroreflective
☐ Material with enhanced durability
☐ Temporary marking

	Thickness:
	☐ 0.4 mm
	☐ 0.6 mm
	☐ 1.5 mm
	☐ 3.0 mm
	☐ 5.0 mm

	Colour:
	☐ White
	☐ Yellow
	P-class:
	 Insert text here.


	Material

	Test site:
	☐ Danish test site    ☐ Icelandic-Norwegian-Swedish test site
	Application year1:
	Insert.

	Material name on testfield:
	 Insert text here.	Position on testfield2:
	Insert.

	Commercial product name3:
	 Insert text here.
	Marking type:
	☐ Type I marking
☐ Type II marking
☐ Type II inlaid marking
☐ Antiskid material   
	☐ Material for hand application, retroreflective
☐ Material for hand application, non-retroreflective
☐ Material with enhanced durability
☐ Temporary marking

	Thickness:
	☐ 0.4 mm
	☐ 0.6 mm
	☐ 1.5 mm
	☐ 3.0 mm
	☐ 5.0 mm

	Colour:
	☐ White
	☐ Yellow
	P-class:
	 Insert text here.





	Material

	Test site:
	☐ Danish test site    ☐ Icelandic-Norwegian-Swedish test site
	Application year1:
	Insert.

	Material name on testfield:
	 Insert text here.	Position on testfield2:
	Insert.

	Commercial product name3:
	 Insert text here.
	Marking type:
	☐ Type I marking
☐ Type II marking
☐ Type II inlaid marking
☐ Antiskid material   
	☐ Material for hand application, retroreflective
☐ Material for hand application, non-retroreflective
☐ Material with enhanced durability
☐ Temporary marking

	Thickness:
	☐ 0.4 mm
	☐ 0.6 mm
	☐ 1.5 mm
	☐ 3.0 mm
	☐ 5.0 mm

	Colour:
	☐ White
	☐ Yellow
	P-class:
	 Insert text here.


	Material

	Test site:
	☐ Danish test site    ☐ Icelandic-Norwegian-Swedish test site
	Application year1:
	Insert.

	Material name on testfield:
	 Insert text here.	Position on testfield2:
	Insert.

	Commercial product name3:
	 Insert text here.
	Marking type:
	☐ Type I marking
☐ Type II marking
☐ Type II inlaid marking
☐ Antiskid material   
	☐ Material for hand application, retroreflective
☐ Material for hand application, non-retroreflective
☐ Material with enhanced durability
☐ Temporary marking

	Thickness:
	☐ 0.4 mm
	☐ 0.6 mm
	☐ 1.5 mm
	☐ 3.0 mm
	☐ 5.0 mm

	Colour:
	☐ White
	☐ Yellow
	P-class:
	 Insert text here.


Please use two or more forms if more than 4 certificates are to be requested.

1) The year the material was applied on the testfield.
2) The material position (number) on the testfield. Can be found in the application report (Form: Application of the material at the test site).
3) If a commercial product name is to be used on the certificate, please insert the name here. Any name changes registered in this form is free of charge and no verification from an accredited laboratory is required (see also the NordicCert instruction, section 7.8.2). Please note that the product name on the certificate must agree with the product name in the submitted product documentation.
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